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Blower is constructed of cast aluminum (both housing and wheel)
Wheel is radial blade type
TEFC motors are standard
UL, CSA approved
Motor is 3450 RPM
Blower may be rotated (360 degrees) in 90 degree increments, allowing discharge 
orientation to meet requirements
Provided with clockwise rotation only
Foot mount base
1-Phase: 115/208/230 Volt
3-Phase: 208/230/460 Volt

Single
Phase

Three
Phase CFM @ Static Pressure

Model Model HP RPM 1" 2" 3" 4" 5" 6" 7" 8" 9"

02304556607705430.13-01D1-01D
03305557608704801956905435.13-51D1-51D

53752851909907010411732105430.23-02D1-02D

Single Phase: 115/230 Volts; Three Phase: 208/230/460 Volts 10.5" Wheel: D05; 12" Wheel: D10, D15; 13.5" Wheel: D20, D30

D Series Dimensions
Model Wheel Dia. Inlet Dia. Outlet Dia. A B C D E F G H I J K
D05 10.75 5 4 9.25 6.5 7.5 7.5 6.25 5.13 12.25 3.25 5 4 11.5
D10 11.63 7 6 12 7.5 10 9 8 5.13 12.25 3.25 7 6 13.25
D15 11.63 7 6 12 7.5 10 9 8 5.13 12.25 3.25 7 6 13.25
D20 13.5 7 6 12 7.5 10 9 8 5.13 12.25 3.25 7 6 14
D30 13.5 7 6 12 7.5 10 9 8 5.13 12.25 3.25 7 6 14

06 - 10

www.monoxivent.com info@monoxivent.com 309-794-1000 Page: EF-6

Direct Drive Pressure Blower,
With Foot Mount Base
Series D-FMB, 0.5 HP - 3 HP
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