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HOSE REEL MODEL

1   - Hose reel storage drum, w/30’x6” - Series 5000 Hose (other hose types available, contact factory)
2   - 6" Discharge hose  
       connection with
       internal hose connecting to 
       inlet bearing (19)
3   - Spring cassette
4   - "A" frame
5   - 10" hard rubber wheel 
       on 1/2" axle
6   - 10 ga connecting base
        plate
7   - Swivel caster with 5" 
       hard rubber wheels
8   - Eliminator base with
       two side access doors
9   - Lower mast with locking
       "T" handle
10 - Upper mast - stored
       height 90", fully 
       extended height 120"
11 - Fan inlet - Fan CFM        
       Motor - 1.5 HP, 1 ph, 
       115 Volt, 3450 RPM
12 - Series 7600 high 
       compression hose, 600  
        degrees 
13 - 6", 1.5 center line, 20 ga
       elbow
14 - 20 ga rigid duct
15 - 8" transition and 45 degree 
       nozzle
16 - Retractable cord reel 
       mounted inside of cabniet
17 - Fan on/off switch
18 - "T" handle
19 - Inlet bearing
20 - Quick connect coupler.
       Allows for hose disconnect
       from mast to allow for under
       chassis use.
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Foot Lock

6 - Mounting 
end notched 
for foot lock
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