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FLAT SCREEN HOOD

Designed to maximise the working radius
without obscuring the vision of the
workpiece. Offers the best extraction
efficiency at table and bench work.

Part
Standard | ESD PP
MNX-FFH-50 | ESD PP
MNX-FFH-75 | ESD PP
Material
Standard... PMMA (HIP) transp
ESD.......... PEEL black
PP ............ Polypropylene, opaque
Temp. range ......... 5°F to 175°F
Weight ................ 11and 13 oz
DOME HOOD

Used to get close to the source of pollution
and screen off the sides, without obscuring
the vision of the workpiece.

Part
Standard | ESD PP
MNX-CDH-50 | ESD PP
MNX-CDH-75 | ESD PP
Material
Standard... PMMA (HIP) transp
PEEL black
Polypropylene, opaque
5°F to 175°F
Weight .........cuu.. 14 and 16 oz
METAL HOOD

The aluminum hood is used for work in tough
environments, to catch hot gases, dust
concentrations etc. The hood may be
equipped with a halogen light.

Part

Standard ESD
MNX-MH-50 ESD
MNX-MH-75 ESD
MNX-MHH-50*
MNX-MHH-75*

* with halogen light

Material
Standard ... Powder-coated aluminum
ESD .......... Aluminum

Temp. range......... 5°F to 175°F

Weight ................. 10 and 11 oz

Accessory ... Light rated at

50 W12 VAC

dB Sound level
5}
60
@2 ,//
40 1 //
- 1/
20

20 30 40 50 60 70 80 90

Air flow cfm
dB Sound level

60 -

a2 //

/ // B
40 ="
]

20

20 30 40 50 60 70 80 90

Air flow cfm
dB Sound level
60
ag2" 3"
L~ //’
40 =
] fmm]
20
20 30 40 50 60 70 80 90
Air flow cfm
02 - 08




